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KEY FEATURES

•Supports resolution up to 4000 x 3000
•Supports up to 3 monitors simultaneously
•Built-in HDDs: 1 x 1 TB for 24/7 recording
•License plate recognition function****

DIMENSIONS

Video

Supported Resolution max. 4000 x 3000

Monitor Output main (split screen, full screen, sequence): 1 x HDMI, 1 x Display Port, 1 x DVI-D (up to 3 monitors
simultaneously)*

Dualstreaming Support yes

Audio

Audio Output 1 x line-out (Jack 3.5 mm) 1 x HDMI 1 x S/PDIF (optical)

Playback

Recorded Data Search by date/time, events, “Text-in”

Backup

Backup Methods USB port (HDD or Flash memory), network

Backup File Format JPEG, BMP, AVI, NMS

Storage

Internal storage for system built-in: 1 x HDD 3,5” SATA

Alarm

System Reaction to Alarm Events buzzer, e-mail, SMS, screen message, recording activation, PTZ

Network

Network Interface 2 x Ethernet - RJ-45 interface, 10/100/1000 Mbit/s

PC/MAC Software Internet Explorer, NMS-ANPR 2.0/-

PTZ

PTZ Functions pan/tilt/zoom, preset commands, patterns, tours, auto-scans***

Auxiliary Interfaces

USB Ports 6 x USB 2.0, 4 x USB 3.0

Operating system

Recording and Surveillance System NMS (Novus Management System)

OSD languages: Polish, English, Russian, others

Control PC mouse and keyboard (in-set included), network

Security password protection

Installation parameters

Dimensions (mm) 483 (W) x 180 (H) x 508 (D)

Weight 16 kg

Operating Temperature 5°C ~ 35°C

RACK Mount 19" 4U

* To support more than two monitors it is required to use Display Port output. ** Available with dual streaming mode. *** Function capability depends on used devices and communication protocols. **** Require buying
the license: NMS ANPR-1CH/UE - for one video channel, NMS ANPR-2CH/UE - for two video channels.


